
Complete Signal 
Transmission Solutions

Belden EMEA



founded 1933 by Karl 
and Erich Lumberg in 
Schalksmühle, NRW

• Industrial Connectors
• Actor and Sensor 

Connectors 
• Fieldbus Modules
• Wiring Solutions

founded 1924 by 
Richard Hirschmann in 
Esslingen, Baden-Württ.

• Industrial Ethernet 
Switches

• Networking Components
• Fiber Interfaces
• Software Management

founded 1902 by Joseph 
Belden in Chicago, llinois

• Industrial Cables
• Networking Cables
• CATV Cables
• Broadcast Cables
• Optical Fiber Cables
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Belden EMEA Product Portfolio
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Networking 
Cables

Broadcast 
Cables

Optical Fiber
Cables

Industrial 
Cables

CATV 
Cables



�¦�À�È�·�Ä�À�»�·
�·�¹�Ê�Æ�Ä�·�Ê�À�¿�·�Î�À�À

�)�O�K �V�O�W�G�S�O�K�b �N�G�I�O�X�O�Y�c �U�Y
�X�Y�L�V�L�T�O �G�I�Y�U�S�G�Y�O�N�G�]�O�O

���������������� ����	�
����	�
 ::

•• ����������

•• control layer (control layer (���	
����

���	
����

 PLC)PLC)

•• device layer (device layer (��	
���	����	
���	�� I/O)I/O)

control + device layer = FIELDBUScontrol + device layer = FIELDBUS

Information
Layer

Control Layer

Device Layer
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Bit Byte Block

Fieldbus

Devicebus

ASI
Interbus-S

Sensorbus
CAN
DeviceNet
LON
Profibus DP

FF
Profibus PA
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 (IEC-61158, CENELEC, ANSI)
• ���
��	� ��
����� ����
� : 31,25 KB/s (H1) vs. 100MB/s (H2)
• 30% ������ ��	
�	
 , ��� 	
��������
� DCS
• �	
��	�
� : ����� -�
���� ����
� , �������	��� ,�
��
������
� ��������� , � ��
� �����
� �� ����

3076F Fieldbus type A ( �� 31.25���
 /� )
�
������� 0,9mm² (AWG18*) flex (7x26), Z-Fold ®, � ������ PVC 
��� LSNH ��� LSNH � SWA (Steel Wire Armouring)
��
��� �� 24 ��
 , ��	������ 0.26dB/100m

3077F Fieldbus type B ( �� 31.25���
 /� )
�
������� 0,35mm² (AWG22) flex (7x30) , Z-Fold®, � ������ PVC 
��� LSNH ��� LSNH � SWA (Steel Wire Armouring)
��	������ 0.5dB/100m

3078F Fieldbus HighSpeed ( �� 2���
 /� )
�
������� 0,35mm² (AWG22) flex (7x30) , Z-Fold®, � ������ PVC 
��� LSNH ��� LSNH � SWA (Steel Wire Armouring)

��$��#%� �������������	�

* �� . ������	 
���
��
�
�� AWG 
 ��������� � 
������� ���
������ 
 �������
��� �	��
��
�
�
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3105A – EIA RS-485 (Hart) ���	�
 ����������
1x2x0,35mm² (AWG22) flex (7x30), Datalene® Isolation, � �� .
PVC � UV ��!�	�� + Z-Fold® � "�
�� 90%, imp. 120W

3106A – EIA RS-485 (Hart) ���	�
 1,5 ����
1,5x2x0,35mm² (AWG22) flex (7x30), Datalene® Isolation, � �� .
PVC � UV ��!�	�� + Z-Fold® � "�
�� 90%, imp. 120W

3107A – EIA RS-485 (Hart) ���	�
 2- ����
2x2x0,35mm² (AWG22) flex (7x30), Datalene® Isolation, � �� .
PVC � UV ��!�	�� + Z-Fold® � "�
�� 90%, imp. 120W

3108A – EIA RS-485 (Hart) ���	�
 3-����
3x2x0,35mm² (AWG22) flex (7x30), Datalene® Isolation, � �� .
PVC � UV ��!�	�� + Z-Fold® � "�
�� 90%, imp. 120W

3109A – EIA RS-485 (Hart) ���	�
 4-����
4x2x0,35mm² (AWG22) flex (7x30), Datalene® Isolation, � �� .
PVC � UV ��!�	�� + Z-Fold® � "�
�� 90%, imp. 120W



�("��#%���� ���*+�
�����*	
,

�
���
��� : ���� . 2-�������
� ������	� 1.200m (�� 93,75 # / � ), ���� . 
	
� 
�	
�����	�
� , 	�� �� ���� . 2-�������
� 4.800m 
$������
� �	�

	�� ��	� Profibus �������� �����  
�	

� � ���
����
�� ����� 
������
�� ��	
���	���� , 	����� ��� "Slave" (I / O)
%���������� ���
�	������� 150 &�

3079E – ���	�
 Profibus
1x2x0,35mm² (AWG22) flex (7x30), � �� . PVC, Beldfoil® � "�
�� 65%

3079A – ���	�
 Profibus
1x2x0,32mm² (AWG22) �������� ., � �� . PVC, Beldfoil® � "�
�� 65%

���������� TWINAX �� ���� , �� ��	� ��� 
�	���
�� Belden �� �����'������ IBM



�����#��-� ����� ��	�����������

�
���
��� : Interbus-S – "	�  
�	

� �
�	���� , ��	�

� ���������	�� ���
�����(����� �������� 
���
�������
� �
��� ����� / �
���� �
���	
������� ���	
����
� - ��������� 	�������� , Master / Slave - ���� . 
256 ����	����� � ��	�
���� )��� . 400 � , ������������ ���
��	� . 500 # / 
��� (RS 422)


��� ���	�	� : ��� InterBus-S ���������	�� 3-��
�
� �� ��� (LiYCY 3x2x0,22)

3120A – InterBus-S standard
3x2x0,22mm² (AWG24) flex (7x32), "�
�� 90%, � �� . PUR/

Beldfoil®; ��� 
�� Phoenix Contact

3119A - InterBus-S data+pow.
������� : 3x0,9mm² (AWG18) flex
�����	 : 3x2x0,22mm² (AWG24) flex
(7x32), "�
�� 90%, � �� . PUR/ Beldfoil®; 
��� 
�� Phoenix Contact
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�� ���*	
���
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�.

�
���
��� : �������� (���� ), ������ , ��
��� , ����	����
)��� . 1.000m (����������
� �� ��� ) Vs. 3.000m (OFC) @ 5 )$ / � ���� . 5 

�	
�����	�
�� ���������	�����
#� ��� : RG-6 ����������
� �� ��� 75&� ��� ��������� -��	�������

3092A – �	
��	�������	  ���� RG-6 PVC
�
������� �	��� � ����
� ���

	��� 0,82mm² (AWG18), QuadShield

3093A – �	
��	�������	  ���� RG-6 Teflon
�
������� �	��� � ����
� ���

	��� 0,82mm² (AWG18), QuadShield

���	�� (���!�"�	���� �������� ) ��� ���
	! ControlBus™, 
ControlNet™ ��!����� Allen.Bradley / Rockwell

3092F – �	
��	�������	  ���� RG-6 PVC flex
�
������� 0,53mm² (AWG20) flex (42x36), QuadShield



����	�
�� ���*
���*
�.

�
���
��� : ��
��� , �� 64 ����� ; max. ������	 500m (����� �� 3km ��������� ���	�
�	��� )

���	�
 : 2-��
�
� , �
����
� �����
� ����
� �
������� , �*+ �������� ��� �
���������

��	���� , ��������
� �, ��� �
��������� ����
� , ������	����� , �- -�	����� �*+ � ������

,�
���
�����
� ������������� ��

 '������ Beldfoil® (100%) � � !�� "�
�� (65%), 
�
���� «����� » (�
�����
� �
���� )

DeviceBus ® for ODVA DeviceNet™, Class2, ����
��
3082A 300V Class 2 Thick, 15 � 18 AWG 

3082F 300V Class 2 Thick, 15 � 18 AWG, High-Flex

DeviceBus ® for ODVA DeviceNet™, Class2, ������
3084A 300V Class 2 Thin, 22 � 24 AWG 

3084F 300V Class 2 Thin, 22 � 24 AWG, High-Flex

3085A 300V Class 2 Thin, 22 � 24 AWG, � ������ «���	
� » �,



DeviceBus®

3087A - DeviceBus® ��� Honeywell SDS TM

1x2x0,38mm² (AWG22) ��� ��	���� + 1x2x0,38mm² (AWG22) ���
����
�

3086A - DeviceBus® for Honeywell SDS TM

1x2x1,21mm² (AWG16) ��� ��	���� + 1x2x0,61mm² (AWG20) ���
����
�



����+��/ ���*����+��/*
�.

Seriplex ���	��� ���������	�� � �������� � �.� (GE Fanuc ), � /�
��� , ���	����
��������(	�� Modicon � Siemens (VME-��	�
'��� ). ���������� ����� , ���
��
�������� ASI-Bus. 

��������� ���	
��� �
	������� Seriplex �
� " 
��� " 
�
���� :
• Square D Company (SERIPLEX control bus) 
• Turck (BusStop) 
• Pepperl+Fuchs (VariNet-3) 
• Banner Engineering (Photobus) 
• NAMCO (ProxBlox)
• Schneider

3124A – DeviceBus® ��� Square D/Seriplex
��
���	 : 2x0,8mm² (AWG18) flex (16x30), foamed HDPE*
�����	 : 2x0,35mm² (AWG22) flex (7x30), foamed HDPE 

3125A – DeviceBus® ��� Square D/Seriplex
��
���	 : 2x1,3mm² (AWG16) flex (26x30), foamed HDPE
�����	 : 2x0,35mm² (AWG22) flex (7x30), foamed HDPE 

3126A – DeviceBus® ��� Square D/Seriplex
��
���	 : 2x3,27mm² (AWG12) flex (65x30), foamed HDPE

���
���
 : 2x1,3mm² (AWG16) flex (26x30), foamed HDPE
�����	 : 2x0,35mm² (AWG22) flex (7x30), foamed HDPE

*Foamed HDPE- 

�������� ���������� 
�
���� ������
��



CAN BUS www.can-cia.de

�'
�- #�����
���
�����'��� 
���
���

! �
�" �����	�� �
�	������ �	����
	� ���#" 
��
� �	�� '�
��� $����" � %&&' � .
! ����� �
������	�� � ��	��� ������ �
��
�������	�
! ��������� � ���" ������	��
 � �
�
! (�
"��!)*+",�
�-".)"
/0" �
����
� ,1�2.-" �����
� ����
� �
�������� #"�
�� -
'����� $��3����4 ,%''5-"6" � !�� "�
�� ,&'5-#" ���
 �"%.' W

9841, 9842, 9843, 9844 – 1-4 ��

 , �, �������� , �*+
� �� ., �
���� «����� », UL AWM Style 2919, 30V 80°C

89841, 89842 – ���� .-��������
� 	�'��� , � �� .-
	�'��� , �
���� «����� », 300V 

7200A, 7201A, 7202A, 7203A – 24 AWG �
����
�
(41x40), ���� . -��������
� �, , � ������ -
������	����� �*+ , 300V, 60°C

3105A 1 ��
� , �� ��� ��� ��	�� � ��
��������� �� ��!���	�

3107A 2 ��

 , �� ��� ��� ��	�� � ��
��������� �� ��!���	� …….
!
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,

LonWorks (Local Operating NetWorks)
- 
������
� �
��
 ��
����� (78kB/s, 1,25MB/s, ��	 .������� , 
��������� )
- ���������	�� �� ������ � ���	�� �
�� .��	���	������ , �����	 . ��	������� � 	 .� .
- ��������(	�� �
�������	����� PLC (Schneider � 	 .� .) � ��	�
'������ LonWorks

8471 – LON Works �
�����
���
1x2x1,2mm² (AWG16), flex (19x29), �*+ ,  �� "�
���

7701NH – LON Works ���	�
 LSNH* 1-������
1x2x0,32mm² (AWG22), �
���� «����� », ��������
� �,
�������� , LSNH,  �� "�
���

7703NH – LON Works ���	�
 LSNH 1-������
1x2x0,32mm² (AWG22), �
���� «����� », ��������
� �,
�������� , "�
�� - '����� Beldfoil®, LSNH

7702NH – LON Works ���	�
 LSNH 2-������
2x2x0,32mm² (AWG22), �
���� «����� », ��������
� �,
�������� , LSNH,  �� "�
���

7704NH – LON Works ���	�
 LSNH 2-������
1x2x0,32mm² (AWG22), �
���� «����� », ��������
� �,
�������� , "�
�� - '����� Beldfoil®, LSNH

*LSNH- low smoke non-halogen �������
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http://www.belden.ru/Belden_Russia_files/Belden_Cable_Cross_Reference_Guide.pdf



Industrial Ethernet will interface with every layer  of the 
factory floor reducing the need for many of the oth er cables 
being used in today’s factory environment. 

Information
Layer

Control Layer

Device Layer

Industrial
Ethernet

���!�"�	���� Ethernet



�¡�·�¸�¼�Ã�ÀBelden �»�Ã�× �Ç�È�Æ�Ä�Ó�Ð�Ã�¼�Å�Å�Æ�º�Æ
Ethernet

• �¡�·�¸�¼�Ã�ÀProfinet

• �:�T�O�I�L�W�X�G�R�c�T�b�P �V�W�U�I�U�K�T�O�Q
/0".. (0.32-0.38 �Q�I.�S�S)

• �:�W�U�I�L�T�c �V�L�W�L�K�G�^�O �K�G�T�T�b�\���"+�

• �:�Q�R�G�K�Q�G �V�W�U�I�U�K�T�O�Q�U�I���	"=��3

• �5�H�`�O�P �d�Q�W�G�T,>"*+5"����	���-"

• �<7?�:#" E���� �
�"@'%*" �U�H�U�R�U�^�Q�G, �6�)�< 7"<��� * 7"�6�U�R�O�Z�W�L�Y�G�T-

• 2"�Y�O�V�G �V�U �T�G�N�T�G�^�L�T�O�eA"�8
�"
"7"�8
�"$"7"�8
�"�

& !�� '����� � �
�������
� "�
��
(> 85% ���

	�� )

�
������� AWG 22
#	�	��� RAL 6018 � ������

0������	���

1�������

%������	���

* Flame Retardant Non Corrosive- ����
���
��������� ������� , 	
�����
 � ��������



Belden Profinet �¡�·�¸�¼�Ã�À– �Æ�Ç�Î�À�À �»�Ã�× �Æ�¸�Æ�Ã�Æ�Ï�¼�Â

• �ÿ������� �� �'���$�#�� A �� B ���!���3�' �%�����"�0�� �#�$�+���� �$�# �#���#� �#�,�����! �� ���������&���!�#�&�'�� �#�'
�$�%���!���"���"���4 :

�¦�‹�¬ : �����"���!��� �1�"�0�� �'�%�����#�����"���4 ��� �4 �#���.���* �$�%���!���"���"���� �� �$�%�#�!�0�-� ���"�"�# �&�'��

� �<�U�W�U�_�L�L �X�U�V�W�U�Y�O�I�R�L�T�O�L �U�J�T�e, �T�G�J�W�L�I�Z �O �V�W�U�^�O�S �[�G�Q�Y�U�W�G�S
� �3�G�X�R�U�X�Y�U�P�Q�U�X�Y�c
� �8�U�K�L�W�M�O�Y �J�G�R�U�J�L�T�b(�\�R�U�W �O �Y.�K.)
� �6�R�U�\�U�L �X�U�V�W�U�Y�O�I�R�L�T�O�L �H�L�T�N�O�T�G�S, �W�G�X�Y�I�U�W�O�Y�L�R�f�S, �G �Y�G�Q�M�L �W�G�K�O�G�]�O�O

FRNC*: �
�#�%�#�-���4 �����.���'�� ��� �4 �'�4����� �0�* �(�&� �#������ �2���&�$� �(���'���+����

� �(�L�N�J�G�R�U�J�L�T�T�b�P, �I�b�X�U�Q�U�Q�G�^�L�X�Y�I�L�T�T�b�PFRNC �Q�U�S�V�G�Z�T�K
� �4�L�W�G�X�V�W�U�X�Y�W�G�T�f�e�`�O�P �J�U�W�L�T�O�L, �Z�X�Y�U�P�^�O�I �Q �Q�U�U�W�U�N�O�O
� �<�U�W�U�_�G�f �J�O�H�Q�U�X�Y�c
� �3�G�X�R�U�X�Y�U�P�Q�U�X�Y�c

�¦�Æ�Ã�À�Ë�È�¼�Ê�·�Å:�������&���!��� �1�"���4 �����.���'�� �� �2���&�'�%���!��� �1�"�0�* �(�&� �#�����4�* �2���&�$� �(���'���+�� ��

� �5�Y�R�O�^�T�G�f �X�Y�U�P�Q�U�X�Y�c �Q �S�L�\�G�T�O�^�L�X�Q�O�S �T�G�J�W�Z�N�Q�G�S
� �5�Y�R�O�^�T�G�f �J�O�H�Q�U�X�Y�c, �3�G�X�R�U�X�Y�U�P�Q�U�X�Y�c
� �(�L�N�J�G�R�U�J�L�T�T�b�P
� �8�R�G�H�U�L �X�U�V�W�U�Y�O�I�R�L�T�O�L �U�J�T�e
� �4�5- �U�H�U�R�U�^�Q�GBelden �X�U�U�Y�I�L�Y�X�Y�I�Z�L�Y �T�U�W�S�G�S �V�U�M�G�W�U�H�L�N�U�V�G�X�T�U�X�Y�OIEC 60332-1
� Non cross linked weld-splatter resistant jacket available on request

* Flame Retardant Non Corrosive- ����
���
��������� ������� , 	
�����
 � ��������



Belden Profinet �Â�·�¸�¼�Ã�Ô �Ê�À�ÇC

Profinet �Â�·�¸�¼�Ã�ÔType C

Type C �$�%�����"�����"���,���" ��� �4 �$�%��� �#�����"����, �'�%�����(�3�.���* �#�' ��������� �4-

• �I�b�X�U�Q�Z�e �J�O�H�Q�U�X�Y�c, �V�U�K�I�O�M�T�U�X�Y�c(Trailing),
• �I�O�H�W�U�X�Y�U�P�Q�U�X�Y�c, �X�U�V�W�U�Y�O�I�R�L�T�O�L �S�L�\�G�T�O�^�L�X�Q�O�S �T�G�J�W�Z�N�Q�G�S: �Q�W�Z�^�L�T�O�L, 

�W�G�X�Y�f�M�L�T�O�L, �T�G�Y�f�M�L�T�O�L �O �Y.�K. (Torsion)

Trailing: �V�W�O�S�L�T�f�L�Y�X�f �K�R�f �Q�W�Z�Y�f�`�O�\�X�f, �K�I�O�J�G�e�`�O�\�X�f �S�L�\�G�T�O�N�S�U�I

Torsion: �J�O�H�Q�O�L �Q�G�H�L�R�f �K�R�f �V�U�I�U�W�U�Y�T�b�\ �S�L�\�G�T�O�N�S�U�I- �T�G�V�W�O�S�L�W
�V�W�U�S�b�_�R�L�T�T�b�L �W�U�H�U�Y�b-�S�G�T�O�V�Z�R�f�Y�U�W�b

AWG 22/19 �Q�W�Z�^�L�T�b�P �S�T�U�J�U�V�W�U�I�U�R�U�^�T�P �V�W�U�I�U�K�T�O�Q(Stranded)

�6�U�R�O�Z�W�L�Y�G�T�U�I�G�f �U�H�U�R�U�^�Q�G



Belden Profinet Cat 5e 
Cabling Range Overview

Green       

RAL 6018

PURQuadStranded (19)225eProfinet Torsion 

(AWG22/19) PUR

Type C 

Torsion

Available 

late 2009

Green        

RAL 6018

PURQuadStranded (19)225eProfinet Trailing 

(AWG22/19) PUR

Type C 

Trailing

70008PU

Green             

RAL 6018

PURQuadStranded (7)225eProfinet Type B 

(AWG22/7) PUR

Type B70007PU

Green            

RAL 6018

Premium 

FRNC

QuadStranded (7)225eProfinet Type B 

(AWG22/7) FRNC

Type B70007NH

Green             

RAL 6018

PVCQuadStranded (7)225eProfinet Type B 

(AWG22/7) PVC

Type B70007E

Green           

RAL 6018

PURQuadSolid (1)225eProfinet Type A 

(AWG22/1) PUR

Type A70006PU

Green          

RAL 6018

Premium 

FRNC

QuadSolid (1)225eProfinet Type A 

(AWG22/1) FRNC

Type A70006NH

Green       

RAL 6018

PVCQuadSolid (1)225eProfinet Type A 

(AWG22/1) PVC

Type A70006E

Cable Jacket 

Colour

Cable 

Jacket

Conductor 

Design

Conductor 

Type

AWGCategoryItem DescriptionApplication 

Type

Belden 

Item Code *

* Cable Jacket “E” (PVC), “NH” (FRNC), “PU” (PUR)



�¡�·�¸�¼�Ã�ÀBelden �»�Ã�× �Ç�È�Æ�Ä�Ó�Ð�Ã�¼�Å�Å�Æ�º�Æ
Ethernet

• �¨�Ê�·�Å�»�·�È�Ê�Å�Ó�¼ �Â�·�¸�¼�Ã�À�����������$�0�����
• �7�G�N�S�L�W�b �V�W�U�I�U�K�T�O�Q�U�IAWG 23 / 24 / 26

• �5�K�T�U�V�W�U�I�U�R�U�^�T�b�L(Solid) �O �Q�W�Z�^�L�T�b�L(Stranded) �V�W�U�I�U�K�T�O�Q�O �K�R�f �W�G�N�T�b�\ �V�W�O�S�L�T�L�T�O�P

• Cat 5e �OCat 7 �V�L�W�L�K�G�^�G �X�O�J�T�G�R�U�I

• �1�U�T�X�Y�W�Z�Q�]�O�f4 �V�G�W�b �O�R�O2 �V�G�W�b

• �5�H�`�O�P �V�W�U�I�U�R�U�^�T�b�P �d�Q�W�G�T(> 80% �V�U�Q�W�b�Y�O�L) 

• SF/UTP (�5�H�`�O�P �d�Q�W�G�T �[�U�R�c�J�G/ �I�O�Y�G�f �V�G�W�G �H�L�N �d�Q�W�G�T�G)

• S/FTP (�I�O�Y�G�f �V�G�W�G �X �5�H�`�O�P �V�W�U�I�U�R�U�^�T�b�P �d�Q�W�G�T/ �O�T�K�O�I�O�K�Z�G�R�c�T�b�P �d�Q�W�G�T �;�U�R�c�J�G)

• �­�¹�¼�Ê �Æ�¸�Æ�Ã�Æ�Ï�Â�À- �Ï�¼�È�Å�Ó�Á

• 3 �Y�O�V�G �V�U �T�G�N�T�G�^�L�T�O�e(�X�Y�G�]�O�U�T�G�W�T�G�f �Z�Q�R�G�K�Q�G/ �J�O�H�Q�O�P, �V�U�K�I�O�M�T�G�f �Z�Q�R�G�K�Q�G/ Trailing -Torsion)

#���	
����� 4-��


(��	
� ��

  ��
���������������
"�
��� )

& !�� : �
�������
� � '����� "�
��

(>80% ���

	�� )

Solid �
������� AWG 24/1 ���
stationary �
��������

Stranded �
������� AWG 26/7 
for flexible �
��������

Industrial Ethernet 4 Pair Cat 5e



Belden Standard Industrial Ethernet 4 Pair Cat 5e

Type C ������������ ��� ���������� , ����	���� �� ������ -

•�
����( �� ���	� , ���������	� (Trailing),
•�� 
��	�����	� , ���
�	������� ������������ ���
����� : �
������ , 

��	������ , ��	������ � 	 .� . (Torsion)

Trailing: �
������	�� ��� �
�	�!���� , �����(!����
����������

Torsion: �� ��� �� ��� ��� ����
�	�
� ���������� -
���
���
 �
��
�����
� 
� �	
 -��������	�



AWG 26/19 �
����
� ������
�������
� �
������� (Stranded)

�����
�	������ � ������



Belden Cat 5e Standard Industrial Ethernet (4 Pair)  
Cabling Range Overview

BlackPUR4 PairStranded (19)265eIndus 4PR Torsion 

(AWG26/19) PUR

TorsionAvailable 

late 2009 

BlackPUR4 PairStranded (19)265eIndus 4PR Trailing 

(AWG26/19) PUR

Trailing74003PU

BlackPUR4 PairStranded (7)265eIndus Cat 5e 4PR 

(AWG26/7) PUR

Flexible74002PU

BlackPremium 

FRNC

4 PairStranded (7)265eIndus Cat 5e 4PR 

(AWG26/7) FRNC

Flexible74002NH

BlackPVC4 PairStranded (7)265eIndus Cat 5e 4PR 

(AWG26/7) PVC

Flexible74002E

BlackPUR4 PairSolid (1)245eIndus Cat 5e 4PR 

(AWG24/1) PUR

Permanent74001PU

BlackPremium 

FRNC

4 PairSolid (1)245eIndus Cat 5e 4PR 

(AWG24/1) FRNC

Permanent74001NH

BlackPVC4 PairSolid (1)245eIndus Cat 5e 4PR 

(AWG24/1) PVC

Permanent74001E

Cable Jacket 

Colour

Cable 

Jacket

Conductor 

Design

Conductor 

Type

AWGCategoryItem DescriptionApplication 

Type

Belden 

Item Code *

* Cable Jacket “E” (PVC), “NH” (FRNC), “PU” (PUR)

Type C



Belden Standard Industrial Ethernet 4 Pair Cat 7

• S/FTP (�)�O�Y�b�L �V�G�W�b �X �U�K�T�O�S �U�H�`�O�S�O �V�W�U�I�U�R�U�^�T�b�S�O �O
�O�T�K�O�I�O�K�Z�R�c�T�b�S�O �[�U�R�c�J�O�W�U�I�G�T�T�b�S�O �d�Q�W�G�T�G�S�O) Cat 7

4-��

 (������������
� "�
�� '����� )

& !�� �
�������
� "�
�� (> 65% ���

	�� )

1 ��
� �
��������� �
��������� �� �����������
����"	�����

Solid �
������� AWG 23/1 ��� �	������
��� �������

Stranded �
������� AWG 26/7 ��� �������
� �
��������



Belden Cat 7 Standard Industrial Ethernet (4 Pair) 
Cabling Range Overview

BlackPUR4 PairStranded (7)267Indus Cat 7 4PR 

(AWG26/7) PUR

Flexible74005PU

BlackPUR4 PairSolid (1)237Indus Cat 7 4PR 

(AWG23/1) PUR

Permanent74004PU

BlackPremium 

FRNC

4 PairSolid (1)237Indus Cat 7 4PR 

(AWG23/1) FRNC

Permanent74004NH

BlackPVC4 PairSolid (1)237Indus Cat 7 4PR 

(AWG23/1) PVC

Permanent74004E

Cable Jacket 

Colour

Cable 

Jacket

Conductor 

Design

Conductor 

Type

AWGCategoryItem DescriptionApplication 

Type

Belden 

Item Code *

* Cable Jacket “E” (PVC), “NH” (FRNC), “PU” (PUR)



Belden Standard Industrial Ethernet 2 Pair Cat 5e

• SF/UTP (�5�H�`�O�P �d�Q�W�G�T �[�U�R�c�J�G/ �T�L�d�Q�W�G�T�O�W�U�I�G�T�T�b�L
�O�T�K�O�I�O�K�Z�G�R�c�T�U �V�G�W�b) Cat 5e

2-��
��� ����	
�����
(�T�L�d�Q�W�G�T�O�W�U�I�G�T�T�b�L��

 )

�5�H�`�O�P �d�Q�W�G�T �[�U�R�c�J�G(> 85% ���

	�� )

Solid �V�W�U�I�U�K�T�O�QAWG 23/1 �K�R�f �X�Y�G�]�O�U�T�G�W�T�U�P �Z�Q�R�G�K�Q�O

Stranded �V�W�U�I�U�K�T�O�QAWG 26/7 �K�R�f �V�U�K�I�O�M�T�b�\ �V�W�O�S�L�T�L�T�O�P

�������	���



Belden Cat 5e Standard Industrial Ethernet (2 Pair)  
Cabling Range Overview

BlackPUR2 PairStranded (7)265eIndus Cat 5e 2PR 

(AWG26/7) PUR

Flexible72002PU

BlackPremium 

FRNC

2 PairStranded (7)265eIndus Cat 5e 2PR 

(AWG26/7) FRNC

Flexible72002NH

BlackPVC2 PairStranded (7)265eIndus Cat 5e 2PR 

(AWG26/7) PVC

Flexible72002E

BlackPUR2 PairSolid (1)245eIndus Cat 5e 2PR 

(AWG24/1) PUR

Permanent72001PU

BlackPremium 

FRNC

2 PairSolid (1)245eIndus Cat 5e 2PR 

(AWG24/1) FRNC

Permanent72001NH

BlackPVC2 PairSolid (1)245eIndus Cat 5e 2PR 

(AWG24/1) PVC

Permanent72001E

Cable Jacket 

Colour

Cable 

Jacket

Conductor 

Design

Conductor 

Type

AWGCategoryItem DescriptionApplication 

Type

Belden 

Item Code *

* Cable Jacket “E” (PVC), “NH” (FRNC), “PU” (PUR)



Profinet & Standard Industrial Ethernet
�Â�·�¸�¼�Ã�À

PVCSF/UTP2 PairSolid (1)245ePermanentStandard

FRNCSF/UTP2 PairSolid (1)245ePermanentStandard

PURSF/UTP2 PairSolid (1)245ePermanentStandard

PVCSF/UTP2 PairStranded (7)265eFlexibleStandard

FRNCSF/UTP2 PairStranded (7)265eFlexibleStandard

PURSF/UTP2 PairStranded (7)265eFlexibleStandard

FRNCS/FTP4 PairSolid (1)237PermanentStandard

PURS/FTP4 PairSolid (1)237PermanentStandard

PURS/FTP4 PairStranded (7)267FlexibleStandard

PVCSF/UTP4 PairSolid (1)245ePermanentStandard

FRNCSF/UTP4 PairSolid (1)245ePermanentStandard

PURSF/UTP4 PairSolid (1)245ePermanentStandard

PVCSF/UTP4 PairStranded (7)265eFlexibleStandard

FRNCSF/UTP4 PairStranded (7)265eFlexibleStandard

PURSF/UTP4 PairStranded (7)265eFlexibleStandard

PURSF/UTP4 PairStranded (19)265eTrailing / TorsionStandard

PURSF/UTPQuadStranded (19)225eType CProfinet

PURSF/UTPQuadHybrid225eType BProfinet

Outdoor – RodentSF/UTPQuadStranded (7)225eType BProfinet

PURSF/UTPQuadStranded (7)225eType BProfinet

FRNCSF/UTPQuadStranded (7)225eType BProfinet

PVCSF/UTPQuadStranded (7)225eType BProfinet

Outdoor - RodentSF/UTPQuadSolid (1)225eType AProfinet

PURSF/UTPQuadSolid (1)225eType AProfinet

FRNCSF/UTPQuadSolid (1)225eType AProfinet

PVCSF/UTPQuadSolid (1)225eType AProfinet

JacketShieldDesignConductorAWGCategoryDescriptionRange



New Ethernet Rail Transit Cable

• Meeting International Railway Standards

• Belden BE43769 has been designed and
• manufactured in accordance with the
• following international railway standards:
• • EN 50155:2007
• – Railway applications
• • CEN/TS 45545-2:2009
• – Fire protection on railway vehicles
• • DIN 5510-2
• – Preventive fire protection
• in railway vehicles
• • ISO/IEC 11801 2nd edition
• • EN50155
• – Class TX (-40�rC +85�rC)
• • CEN/TS 45545-2
• – Class R14
• – IEC 60332-1-2
• – EN 50305:2002 par. 9.1.1
• – EN 61034-2
• – NF-X 70-100-1 & 2
• • DIN5510-2
• – Protection Level 1–4
• – IEC 60332-1-2
• – IEC 50266-2-5 Cat D
• • ISO/IEC 11801
• – Class D (Cat 5e)



Belden Industrial Ethernet Cable 

Belden Industrial Ethernet �Â�·�¸�¼�Ã�À �Æ�Ê�¹�¼�Ï�·�Ö�Ê �É�Ã�¼�»�Ë�Ö�Ñ�À�Ä
�Ê�È�¼�¸�Æ�¹�·�Å�À�×�Ä:

• �6�U�M�G�W�U�H�L�N�U�V�G�X�T�U�X�Y�c: IEC 60332-1

• �6�U�M�G�W�U�H�L�N�U�V�G�X�T�U�X�Y�c �Y�L�X�Y �T�G �V�Z�^�Q�U�I�Z�e �V�W�U�Q�R�G�K�Q�ZCat C (�Y�U�R�c�Q�U �Q�G�H�L�R�c
74004NH)

• �3�G�X�R�U�X�Y�U�P�Q�U�X�Y�c: IEC 60811-2-1

• �8�1�8 �U�H�`�L�J�U �T�G�N�T�G�^�L�T�O�fISO / IEC 11801 Cat 5e / Cat 7

• �(�L�N�J�G�R�U�J�L�T�T�U�X�Y�c:IEC 60754-1 (FRNC and PUR)

IEC 60754-2 (FRNC and PUR)

• �9�L�S�V�L�W�G�Y�Z�W�T�b�P �K�O�G�V�G�N�U�T �V�W�O �O�T�X�Y�G�R�R�f�]�O�O: - 5 to +50�YC

• �9�L�S�V�L�W�G�Y�Z�W�T�b�P �K�O�G�V�G�N�U�T �W�G�H�U�^�O�P: -25 to +80�YC

• RoHS �Y�W�L�H�U�I�G�T�O�f�S�O �X�U�I�S�L�X�Y�O�S



For signal transmission in mission-critical applica tions….


